
Gentrol Complete Aerosol 

Safety Data Sheet CHITRAL 
Garden & Pet 

Section 1: Identification 

Product identifier 

Product Name 
	

• Gentrol Complete Aerosol 
Synonyms 	 • EPA Reg. No.: 89459-84; RF2228 LH Aerosol 

Product Description 	 • Colorless to pale yellow aerosol spray. 

Relevant identified uses of the substance or mixture and uses advised against 
Recommended use 	 • Insect growth regulator. Insecticide. 

Restrictions on use 
Avoid inhalation of vapors or fumes. Do not take internally. Keep out of the reach of 
children. Avoid contact with skin, eyes and clothing. Keep away from heat, sparks and 
flame. 

Details of the supplier of the safety data sheet 
Manufacturer 	 • Central Garden & Pet Company 

1501 E. Woodfield Road, Suite 200W 
Schaumburg, IL 60173 
United States 

www.zoecon.com  

Emergency telephone number 
Manufacturer 	 • 1-800-424-9300 - CHEMTREC 

Manufacturer (Transportation) • 1-703-527-3887 - Chemtrec - Outside US collect calls accepted 

Manufacturer 	 • 1-800-248-7763 

Section 2: Hazard Identification 

United States (US) 
According to: OSHA 29 CFR 1910.1200 HCS 

Classification of the substance or mixture 
OSHA HCS 2012 	 • Aspiration 1 

Specific Target Organ Toxicity Single Exposure 3: Narcotic Effects 
Flammable Aerosols 2 
Skin Irritation 2 
Compressed Gas 

Label elements 
OSHA HCS 2012 

DANGER 
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Gentrol Complete Aerosol 

Hazard statements • Causes skin irritation 
May be fatal if swallowed and enters airways 
May cause drowsiness or dizziness 
Flammable aerosol 
Contains gas under pressure; may explode if heated 

Precautionary statements 
Prevention • Wash thoroughly after handling. 

Wear protective gloves. 
Avoid breathing dust, fume, gas, mist, vapors and/or spray. 
Use only outdoors or in a well-ventilated area. 
Keep away from heat, sparks, open flames and/or hot surfaces. - No smoking. 
Do not spray on an open flame or other ignition source. 
Pressurized container: Do not pierce or burn, even after use. 

Response • IF ON SKIN: Wash with plenty of soap and water. 
If skin irritation or rash occurs: Get medical advice/attention. 
Take off contaminated clothing and wash before reuse. 
IF SWALLOWED: Immediately call a POISON CENTER or doctor/physician. 
Do NOT induce vomiting. 
IF INHALED: Remove person to fresh air and keep comfortable for breathing. Call a 
poison control center or doctor if you feel unwell. 

Storage/Disposal • Dispose of content and/or container in accordance with local, regional, national, and/or 
international regulations. 
Store locked up. 
Store in a well-ventilated place. Keep container tightly closed. 
Protect from sunlight. Do not expose to temperatures exceeding 50°C/122°F. 

Other hazards 
OSHA HCS 2012 

Under United States Regulations (29 CFR 1910.1200 - Hazard Communication 
Standard), this product is considered hazardous. 

Section 3 - Composition/Information on Ingredients 

Substances 

Material does not meet the criteria of a substance according to United Nations 
Globally Harmonized System of Classification and Labeling of Chemicals (GHS) 

Mixtures 

Composition 
Chemical Name Identifiers  

Lambda-cyhalothrin CAS:91465-08-6 0.05% 
(s)-Hydroprene CAS:65733-18-8 0.36% 
Propane CAS:74-98-6 14.5% 
Distillates (petroleum), hydrotreated light CAS:64742-47-8 85.067% 
Other ingredients NDA Balance 
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Gentrol Complete Aerosol 

Section 4: First-Aid Measures 

Description of first aid measures 
Inhalation 

Skin 

Eye 

Ingestion 

IF INHALED: Remove person to fresh air and keep at rest in a position comfortable for 
breathing. Call a poison control center or doctor if you feel unwell. 

IF ON SKIN: Wash with plenty of soap and water. If irritation or rash occurs, get 
medical advice/attention. 

IF IN EYES: Rinse cautiously with water for several minutes. Remove contact lenses, 
if present and easy to do. Continue rinsing. Get medical attention if symptoms occur. 

IF SWALLOWED: Aspiration hazard - do NOT induce vomiting. Call a poison control 
center or doctor immediately for treatment advice. 

Most important symptoms and effects, both acute and delayed 

Causes skin irritation, aspiration hazard, may cause dizziness or drowsiness if 
inhaled. Refer to Section 11 - Toxicological Information. 

Indication of any immediate medical attention and special treatment needed 
Notes to Physician 

Contains petroleum distillate vomiting may cause aspiration pneumonia. Treat 
symptomatically and supportively. 

Section 5: Fire-Fighting Measures 

Extinguishing media 
Suitable Extinguishing Media 

Unsuitable Extinguishing 
Media 

• LARGE FIRE: Water spray, fog or regular foam. 
SMALL FIRES: Dry chemical, CO2, water spray or regular foam. 

▪ Avoid heavy hose streams. 

Firefighting Procedures 	• Flammable aerosols exposed to high temperatures may rupture, rocket and cause 
secondary hazards. 
As an immediate precautionary measure, isolate spill or leak area for at least 50 
meters (150 feet) in all directions. 

Special hazards arising from the substance or mixture 
Unusual Fire and Explosion 
Hazards 

Hazardous Combustion 
Products 

Advice for firefighters 

• At temperatures above 130°F, container may rupture. 
Flammable aerosols exposed to high temperatures may rupture, rocket and cause 
secondary hazards. 

Thermal degradation may produce oxides of carbon, oxides of nitrogen and/or volatile 
hydrocarbon vapors. 

• Wear positive pressure self-contained breathing apparatus (SCBA). 

Section 6 - Accidental Release Measures 
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Exposure controls 
Engineering 
Measures/Controls 

Personal Protective Equipment 

Pictograms 

. Use adequate ventilation to remove vapors (fumes, dust etc) 

Gentrol Complete Aerosol 

Personal precautions, protective equipment and emergency procedures 
Personal Precautions 

Emergency Procedures 

Approach leaking or punctured pressurized containers cautiously. Isolate leaking 
container from all sources of ignition. Avoid breathing fumes. Ventilate enclosed areas. 

ELIMINATE all ignition sources (no smoking, flares, sparks or flames in immediate 
area). Avoid unnecessary personnel and equipment traffic in the spill area. Turn off 
electric power to area. Stay upwind. Ventilate closed spaces before entering. Do not 
allow runoff into water, storm drains or drainage ditches. 

Environmental precautions 
• Avoid runoff to waterways and sewers. 

Methods and material for containment and cleaning up 
Containment/Clean-up 
Measures 

• Keep away from fire, sparks and heated surfaces. 
SMALL SPILLS: Take up with sand or other non-combustible absorbent material and 
place into containers for later disposal. 

Section 7 - Handling and Storage 

Precautions for safe handling 
Handling 	

Do not use or store near heat or open flame. Do not smoke while using this product. 
Contents under pressure, do not crush, puncture or incinerate. Avoid breathing fumes. 

Conditions for safe storage, including any incompatibilities 
Storage • 

Store in a cool, dry place. Keep out of reach of children. Keep away from sources of 
ignition — No Smoking. Store locked up. Store in a well-ventilated place. Keep at a 
temperature not exceeding 122°F (50°C). Do not store at a temperature below 32°F. 
Keep away from fire, sparks and heated surfaces. NFPA Aerosol Classification: Level 
1. Protect from sunlight. 

Incompatible Materials or 	• Heat, sparks, open flame. Oxidizing agents. 
Ignition Sources 

Section 8 - Exposure Controls/Personal Protection 

Control parameters 

Exposure Limits/Guidelines 
Result ACGIH NIOSH OSHA 

Propane 
(74-98-6) 

TWAs 
See Appendix F: Minimal Oxygen 
Content 

1000 ppm TWA; 1800 mg/m3 TWA 1000 ppm TWA; 1800 mg/m3 TWA 
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